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1 INTRODUCTION AND GENERAL DESCRIPTION 

 

Asbestos Surveys Kendal Limited was instructed to carry out a Management survey, to identify 

asbestos containing materials at: Bolton le Sands Village Hall, Packet Lane, Bolton le Sands LA5 

8DW 

 

Lead Surveyor                        Dan May 

 

Commissioned by:                 Mr Ian Birnie  

 

Type of survey:  Management Survey.  

 

 

A sampling survey is undertaken to determine so far as reasonably practicable the full extent of 

asbestos based materials within building or site.  All areas where access is readily available 

(including areas accessible using hand tools and ladders) will be inspected.  All suspect materials 

will be sampled in accordance with the DETR guidance ‘Asbestos and manmade fibres in buildings’ 

and HSE guidance note HSG 264 (unless otherwise instructed).  The report will detail all items of 

asbestos found, including the nature of the material, asbestos cement, condition and extent, as well 

as fully annotated plans and photographs (where necessary to locate or identify an item).  

 

A full risk assessment will be provided for each item together with recommendations for remedial 

action.  Where the presence of asbestos materials is suspected in areas/parts, which are not readily 

accessible, these will be identified in our report and recommendations made for further action. 

 

A thorough visual inspection of all areas involved in the survey was carried out to assess the 

presence of possible asbestos based materials.  All materials suspected of containing asbestos were 

sampled and subsequently analysed.  All materials that have not been sampled are due to the 

surveyor having adequate evidence to support a reasoned judgement that these do not contain 

asbestos. 
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2 CAVEAT 

The scope and extent of the survey has been agreed with the client before it was carried out. Every effort has 

been made to identify all asbestos materials so far as was reasonably practical to do so within the scope of 

the survey. 

Survey techniques used involves trained and experienced surveyors using the combined approach of visual 

examination and bulk sampling. It is always possible after a survey that asbestos based materials of one sort 

or another may remain undetected in the property, or area covered by that Survey. This could be due to various 

reasons as follows: 

•Asbestos materials existing within areas not specifically covered by this report and are therefore outside the 

scope of the survey. 

•Materials maybe hidden or obscured by other items or cover finishes e.g. paint, over boarding, disguising etc. 

Where this is the case then its detection will be impaired. 

•Asbestos may well be hidden as part of the structure to a building and not be visible until the structure is 

dismantled at a later date. 

•Debris from previous asbestos removal projects may well be present in some areas. General asbestos debris 

does not form part of this survey however every effort is made for its discovery. 

•Where an area has been previously stripped of asbestos e.g. plantrooms, ducts etc, and new coverings 

added, it must be pointed out that asbestos removal techniques have improved steadily over the years. The 

Control of Asbestos Regulations 2012 or other similar Regulations lay down certain enforceable guidelines. 

Asbestos removal prior to these regulations may not be up to the standards currently in force and therefore 

debris may be present below new coverings. 

•During the course of the survey access to certain areas may have been restricted. If so, such areas are 

defined within this report. Accordingly, no samples have been taken from restricted areas and asbestos should 

be presumed to be present until analysis proves otherwise. 

•In the building where asbestos has been located and it is clear that not all areas have been investigated, any 

material that is found to be suspicious and not detailed as part of the survey should be treated with caution 

and sampled accordingly. 

•Certain materials contain asbestos to varying degrees (Artex for example) and some may be less densely 

contaminated at certain locations. Where this is the case the sample taken may not be representative of the 

whole product throughout. 

ASK ltd cannot accept any liability for loss, injury, damage or penalty issues due to errors or omissions within 

this report. 

This survey has been carried out under the guidance/requirements of the owner of the property, or his 

representative, and the survey will be as per his instructions and guidance at that time. ASK Ltd cannot be 

held responsible for any damage caused as part of this survey carried out on your behalf. Due to the nature 

and necessity of sampling for asbestos some damage is unavoidable but will be limited to just that necessary 

for the taking of the sample. 
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3 SPECIFIC EXCLUSIONS 

• Bulk samples have been taken from all materials that upon visual inspection appeared 
likely to contain asbestos.  An exception has been made for items of bitumen, plastics, 
resin or rubber where the asbestos is incidental to the main purpose of the item.  

• A limited inspection only has been carried out of pipework concealed by overlaying non 
asbestos insulation.  Inspection of pipework has been restricted primarily to the 
insulation that is visible.  The presence on pipework of debris that is not readily visible 
or would require the removal and replacement of overlying non-asbestos structure 
would be presumed to contain asbestos. 

 

• Materials have been referred to as Asbestos Insulation Board or Asbestos Cement 
based upon their asbestos content and visual appearance only.  Density checks on 
materials have not been carried out unless otherwise stated. 

 

• Any asbestos material buried below ground level is outside the scope of this survey. 
Until such time as it is investigated further it must be presumed that asbestos material 
exists. 

 
 

4 ASBESTOS SURVEY STRATEGY 

The object of carrying out sampling is to identify the type and extent of any visible 
asbestos based materials.  All sampling should be undertaken so as to cause the 
minimum possible nuisance and potential risk to health of building occupants. 

A strategy has been established, to keep to a, minimum the number of bulk/dust 
samples  taken for analysis, hence reducing the potential for asbestos fibre 
release.  The strategy  employed is a combination of visual inspection and sampling of 
bulk materials. 

Where the surveyor suspected that a material contained asbestos, a bulk sample was 
taken for analysis.  In areas there were quantities of visually uniform materials then a 
small number of samples were taken as being representative of the whole area. 
Therefore visually similar materials in the same area can be assumed to comply with 
the analysis of  the sample(s) taken. 
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5 METHOD OF SAMPLING 

All sampling procedures should be undertaken with due regard to the contents of HSG 

264 Asbestos in Bulk Materials. 

Thermal insulation often consists of more than one layer of material.  Each layer may 

be of a different material.  Samples should therefore be taken so that the total depth of 

the insulation is sampled.  It is common for repairs to have been carried out at various 

times thus giving rise to patches of materials different from the main insulation.  

Adequate samples should be taken to allow for this situation. 

 

Any samples from any type of suspect material should be taken so as to produce as 

little disturbance of the material and as little dust as possible.  Where practical it is 

advised that a sheet of polythene is laid on the area below the material under test to 

collect any debris Samples of pipe/vessel insulation are best taken using a cylindrical 

boring tool. Samples of board or asbestos cement sheet may be taken by breaking a 

small section from the edge of the board with pliers. 

 

It is essential to avoid cross-contamination of samples.  Any tools used for sampling must 

be carefully cleaned between samples.  Wet tissues are useful for this purpose.  Samples 

must be placed in suitable containers, preferably sealable polythene bags, which must be 

referenced at the time with a unique sample number.  Samples must be double bagged. 

 

A note must be made of the address of the site, location of the sample point and the date 

of the sampling.  Where practical the sample location should be marked on a site 

plan/drawing.  It is often advisable to also note the condition of the material that was            
sampled. 

 

The sampling point should be repaired after the sample has been taken.  This can be done 

either by sealing with PVC tape, sealing with a PVA paint coating or by the use of a filler 

material.  All debris, including any polythene and wet tissues should be placed in a 

sealable container for disposal as asbestos waste.  Protective clothing should be placed in 

a sealable container for transportation from the site and disposal. 
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6 METHOD OF ANALYSIS 

Samples of materials, referred as shown below, have been examined to determine the 
 presence of asbestos fibres.  Fibres in the sample were identified using a stereo 
 microscope, polarised light, and dispersion staining technique described in the Testing 
 Laboratory document ‘’Identification of Bulk Materials’’ which incorporates the method in 
 HSG 264, (2012). 

 
The three main types of asbestos used commercially are:- 

 Type 1 Chrysotile ‘White’ asbestos 

 Type 2 Amosite ‘Brown’ asbestos 

 Type 3 Crocidolite ‘Blue’ asbestos 

 

7 RECOMMENDATIONS AND CONCLUSIONS 

o As recommended in guidance published by the Department of the Environment and 
the Health and Safety Executive and with regards to the hazards caused by asbestos 
in buildings, recommendations have been based upon each item’s potential for fibre 
release. 

o The assessment of the fibre release has been made using an algorithm that takes 
into account all factors relevant to the item and the normal activities of the building 
occupants (so far as we have been able to establish).  Recommended action normally 
involves the removal, encapsulation or management of the item as described below. 

o Removal of those items vulnerable to damage or in such poor condition that removal 
is the   only practical option.  Also, where refurbishment or demolition works are 
planned such that these works will impinge on the asbestos materials present and 
render such removal necessary. 

o Enclosure or encapsulation (together with repair where necessary) when material 
is in poor condition and /or vulnerable to damage. 

o Management of asbestos materials present where they are not in poor condition or 
vulnerable to damage. Management is by labelling, registering and periodic 
inspections as necessary. Such management should be undertaken to comply with 
employers’ duty of care required by the Health and Safety at Work Act 1974 and 
Control of Asbestos Regulations 2012. (CAR 2012). 

o All work with asbestos comes within the scope of the Control of Asbestos Work 
Regulations 2012 Asbestos insulation board, asbestos insulation and sprayed 
asbestos coatings require 14 days’ notification in writing to the Health and Safety 
Executive or the local Environmental Health Department.  The relevant authority must 
be issued with an ASB5 notification form accompanied by a fully comprehensive 
method statement that takes into account all relevant regulations and guidance.  
However, a waiver may be applied for if there is immediate risk to health or an 
accident has occurred 
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o All asbestos waste generated must be disposed of as notified waste to a licensed 
site.     All consignment notes must be issued to the planning supervisor for the 
ongoing CDM file. 

 

o We recommend that all asbestos items identified in this survey be labelled with the 
standard ‘red A’ label as per schedule 2 of the Control of Asbestos Regulations (CAR 
2012) Approved code of Practice for work with Asbestos Insulation, Asbestos 
Coatings and Asbestos Insulation Board to the surface of the material to warn of the 
hazard. 

o The recommendations generated by risk rating indicated on the asbestos register are 
overridden if the building is due for demolition or major structural alteration.  Current 
guidance requires removal of all asbestos containing materials likely to be affected 
by such works.  It is recommended that a destructive survey be carried out prior to 
the major works commencing.  Where materials are suspected to be present and 
consist of or contain asbestos, contractors should (prior to the works commencing) 
first confirm the existence of such materials under controlled conditions.  Such 
contractors must be licensed to work with asbestos materials in accordance with the 
Asbestos Licensing Regulations (Amendment) 1998. 

 

REVIEW 

 

There should be implemented an effective plan for the inspection of ACM’S left in the 
 building including those which have been sealed or enclosed, to ensure the condition has 
 not changed. The time between inspections will vary according to the type of material, the 
 condition it is in and its location, however this should be at least every six to twelve months. 
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8 PRESUMED ASBESTOS CONTAINING MATERIALS  

     

Presumed Asbestos Cement Flue in chimney stack –  

 

Presumed Woven Flash guards and Rope Seals in older electrics in Boiler room  

                        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                 

Reported by Dan May  
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9  OVERALL RISK CATEGORIES  

It is recommended that where practicable to do so, the duty holder aims to reduce the risk 

associated with all ACMs to a grade C (low) or D (very low).  

Risk 

category 
Risk Score Range Comments And Recommendations 

A High 19-24 
It is very likely that crumbly loose asbestos 

may be disturbed releasing a significant 

quantity of fibres.  

Plans for urgent remedial work, including 

possible removal, are required and access to 

the area should be limited to adequately 

trained personnel.  

B Medium 13-18 Fibres may be released if the material is further 

damaged or disturbed. A programme of 

remedial work (which may include removal) 

should be planned. Until then, some 

emergency repairs may be required. The 

material's condition should be monitored 

periodically 

C Low 9-12 Little likelihood of fibres being released under 

normal conditions, either because of the 

location of the materials or because the type of 

material present will only release very low 

levels of fibres. Immediate work is not needed 

and any removal can be planned with a 

suitable timescale. The material should be 

inspected and assessed at suitable intervals 

(at least annually).  

D Very Low <8 Little likelihood that fibres will be released. The 
material will only need removal if serious 
damage/deterioration is detected in the future.  

The material should be inspected and assessed 
at suitable intervals (at least annually).  

 

Non asbestos materials are not scored. 
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10 AREAS NOT INCLUDED IN THIS SURVEY 

 

 

 

Cupboard not accessed inside Chair Store room  
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11 GENERAL GUIDANCE  

 

Whenever it is practicable and appropriate asbestos products and areas containing ACMs should 
be clearly labelled so that suitable precautions can be taken if such material or  areas have to be 
disturbed at any time in the future.  When any major works are carried  out e.g. structural 
alterations, then the work should be stopped if any suspect materials  are uncovered.  The work 
in the area should not be restarted until such times as samples of the suspect materials have been 
analysed for suspect fibres. 

 

All work on ACMs other than cement or plastic/composite products should be carried out by licensed 
removal contractors in accordance with current legislation and HSE guidelines, where safe and 
practicable to do so. 
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12 TYPE OF SURVEY 

 

 There are two types of survey referred to in this procedure.  They are classed as a or b             
depending on the aim of the survey.   

 

 

a) Standard Sampling, Identification and Assessment Survey (Management Survey). 

 

The purpose and procedures used in this survey are that representative samples are 
collected and analysed for the presence of asbestos. Samples from each type of suspect 
ACM’s are collected and analysed to confirm or refute the surveyor’s judgement.  If the 
material sampled is found to contain asbestos, other similar homogeneous materials used in 
the same way in the building, can be strongly presumed to contain asbestos.  Less 
homogeneous materials will require a greater number of samples.  The number should be 
sufficient for the surveyor to make an assessment of whether asbestos is or is not present.  
Sampling may take place simultaneously with the survey, or as in the case some larger 
surveys, can be carried out as separate exercise. 

 

b) Full Access Sampling and Identification Survey (Pre-Demolition/Major 
Refurbishment). 

 

This type of survey is used to locate and describe, as far reasonably practicable, all ACM’s 
in the building and may involve destructive inspection as necessary to gain access to all 
areas, including those that may be difficult to reach.  A full sampling programme is undertaken 
to identify possible ACM’s and estimates of the volume and surface area of ACM’s made.  
The survey is designed to be used as a basis for tendering the removal ACM’s from the 
building, prior to demolition or major refurbishment and as such the survey does not assess 
the condition of the asbestos, other than to note the areas of damage or where additional 
asbestos debris may be expected to be present. 
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13.    ASBESTOS REGISTER       

                                               BUILDING REGISTER AND RESULTS 

Date of Survey:  12/07/19 Customer: Mr Ian Birnie  

Site: Bolton le Sands Village Hall, Packet Lane, Bolton le Sands LA5 8DW 

 

Item  

No  

Sample 

Ref. Number 

 

Name of  

Building 

Location  

 

Accessibility 

 

Installation  

 

Approx. 

Extent 

 

Asbestos 

Type 

 

Condi-

tion  

 

Surface 

Treatment 

 

Material Risk 

Assessment 

 

Priority 

Assessment 

 

Overall Risk 

Category and 

Recommendations  

 

Remedial 

Action and 

Date 

1 ASK19/07/125 Bolton le 

sands 

Village Hall 

External:  under 

cloaking  

 

Difficult 

Asbestos 

Cement  

24 Linear 

meters  

Chrysotile  Low 

Damage 

Surface 

Sealed  

4 2 D- Very Low  Manage in situ / 

monitor at intervals 

– 12 months  

2 ASK19/07/126 Bolton le 

sands 

Village Hall 

Boiler House: 

panel on hatch 

and hatch boards 

Medium  Asbestos 

Insulation 

Board  

3 Sq. 

Meters  

Chrysotile / 

Amosite 

Low 

Damage  

Un- 

Sealed 

7 5 C- Low  Encapsulate 

Manage in situ / 

monitor at intervals 

– 12 months / 

install warning 

stickers  

3 ASK19/07/127 Bolton le 

sands 

Village Hall 

Boiler House: 

Ceiling  

Difficult Asbestos 

Insulation 

Board  

7 Sq. 

Meters  

Chrysotile / 

Amosite 

Low 

Damage  

Un- 

Sealed 

7 5 C- Low  Encapsulate 

Manage in situ / 

monitor at intervals 

– 12 months / 

install warning 

stickers  

4 ASK19/07/128 Bolton le 

sands 

Village Hall 

Boiler House: 

panel on wall 

under hatch  

Medium  Asbestos 

Insulation 

Board  

7 Sq. 

Meters  

Chrysotile / 

Amosite 

Low 

Damage  

Un- 

Sealed 

7 5 C- Low  Encapsulate 

Manage in situ / 

monitor at intervals 

– 12 months / 

install warning 

stickers  
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Item  

No  

Sample 

Ref. Number 

 

Name of  

Building 

Location  

 

Accessibility 

 

Installation  

 

Approx. 

Extent 

 

Asbestos 

Type 

 

Condi-

tion  

 

Surface 

Treatment 

 

Material Risk 

Assessment 

 

Priority 

Assessment 

 

Overall Risk 

Category and 

Recommendations  

 

Remedial 

Action and 

Date 

5 ASK19/07/129 Bolton le 

sands 

Village Hall 

Boiler House:  

Loose panel in 

hatch  

Medium  Asbestos 

Insulation 

Board 

0.5 Sq. 

Meters  

Chrysotile / 

Amosite 

Medium 

Damage 

Un Sealed  8 5 B – Medium  Remove and 

environmental 

clean area – 3 

Months  

6 ASK19/07/130 Bolton le 

sands 

Village Hall 

External: 

Cladding over 

main entrance  

Medium  Asbestos 

Insulation 

Board 

7.5 Sq. 

Meters  

Chrysotile / 

Amosite 

Low 

Damage  

Surface 

Sealed 

(mostly) 

6 6 C - Low  Manage in situ / 

monitor at intervals 

– 12 months / 

install warning 

stickers – plan re - 

encapsulation 

7 ASK19/07/131 Bolton le 

sands 

Village Hall 

External: 

Cladding over 

back door / chair 

store 

Difficult Asbestos 

Insulation 

Board 

0.5 Sq. 

Meters  

Chrysotile / 

Amosite 

Good 

Condition 

Surface 

Sealed 

5 4 C Low  Manage in situ / 

monitor at intervals 

– 12 months / 

install warning 

stickers 

8 ASK19/07/132 Bolton le 

sands 

Village Hall 

External: Cowl on 

Chimney  

Difficult Asbestos 

Cement  

As seen  Presumed 

Chrysotile  

Good 

Condition 

Surface 

Sealed 

3 1 D – Very Low  Manage in situ / 

monitor at intervals 

– 12 months / 

9 Presumed  Bolton le 

sands 

Village Hall 

External: 

Presumed Flue  

Difficult Asbestos 

Cement  

2 Linear 

Meters  

Presumed 

Chrysotile  

Good 

Condition 

Surface 

Sealed 

3 1 D – Very Low  Manage in situ / 

monitor at intervals 

– 12 months / re -

investigate to 

confirm  

10 ASK19/07/133 Bolton le 

sands 

Village Hall 

Internal: 

Cloakroom -floor 

tiles  

Easy Asbestos 

Vinyl Floor 

Tiles (Brown)  

3 Sq. 

Meters  

Chrysotile  Good 

Condition 

Surface 

Sealed 

2 5 D – Very Low  Manage in situ / 

monitor at intervals 

– 12 months / 
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Item  

No  

Sample 

Ref. Number 

 

Name of  

Building 

Location  

 

Accessibility 

 

Installation  

 

Approx. 

Extent 

 

Asbestos 

Type 

 

Condi-

tion  

 

Surface 

Treatment 

 

Material Risk 

Assessment 

 

Priority 

Assessment 

 

Overall Risk 

Category and 

Recommendations  

 

Remedial 

Action and 

Date 

11 ASK19/07/134 Bolton le 

sands 

Village Hall 

Internal – Walls 

to corridors and 

men’s W/C / 

Store room  

Easy  Textured 

Coating to 

walls  

40 Sq. 

Meters 

No 

Asbestos 

Detected  

N/A N/A N/A N/A N/A N/A 

12 ASK19/07/135 Bolton le 

sands 

Village Hall 

Internal – Chair 

Store  

Easy  Vinyl Floor 

Tiles (Green) 

16 Sq. 

Meters  

No 

Asbestos 

Detected  

N/A N/A N/A N/A N/A N/A 

13 ASK19/07/136 Bolton le 

sands 

Village Hall 

Internal – Kitchen 

area  

Easy  Vinyl Floor 

Tiles (Green) 

16 Sq. 

Meters  

No 

Asbestos 

Detected  

N/A N/A N/A N/A N/A N/A 

14 ASK19/07/137 Bolton le 

sands 

Village Hall 

Internal – Kitchen 

area corridor  

Easy  Vinyl Floor 

Tiles (Green) 

12 Sq. 

Meters  

No 

Asbestos 

Detected  

N/A N/A N/A N/A N/A N/A 

15  ASK19/07/137 

As item 14 

Bolton le 

sands 

Village Hall 

Internal – Cloak 

Room / Kitchen 

Easy As item 14  

Vinyl Floor 

Tiles (Green) 

9 Sq. 

Meters 

No 

Asbestos 

Detected  

N/A N/A N/A N/A N/A N/A 
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Item  

No  

Sample 

Ref. Number 

 

Name of  

Building 

Location  

 

Accessibility 

 

Installation  

 

Approx. 

Extent 

 

Asbestos 

Type 

 

Condi-

tion  

 

Surface 

Treatment 

 

Material Risk 

Assessment 

 

Priority 

Assessment 

 

Overall Risk 

Category and 

Recommendations  

 

Remedial 

Action and 

Date 

16 ASK19/07/138 Bolton le 

sands 

Village Hall 

Internal – 

Meeting Room 1 

Easy  Vinyl Floor 

Tiles (Red) 

23 Sq. 

Meters 

No 

Asbestos 

Detected  

N/A N/A N/A N/A N/A N/A 

17 ASK19/07/138 

As item 16 

Bolton le 

sands 

Village Hall 

Internal – Room 

with stairs to 

mezzanine   

Easy  Vinyl Floor 

Tiles (Red) 

11 Sq. 

Meters  

No 

Asbestos 

Detected  

N/A N/A N/A N/A N/A N/A 

18  Presumed  Bolton le 

sands 

Village Hall 

Boiler Room  Difficult  Presumed 

Flashguards 

and rope 

seals  

2 Items  Presumed 

Chrysotile  

Good  Surface 

sealed 

4 5 C Low  Manage in situ / 

monitor at intervals 

– 12 months / 

install warning 

stickers 

 

 

A  = High      B  = Medium    C  = Low     D  = Very Low 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

14 ITEM REGISTER AND MANAGEMENT REPORT  

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: External - Roof  
  

Block:  Village Hall  
 

Floor Level:       Roof  
 

Item Number      1 Sample Number:-       ASK/19/07/125 

Item- Asbestos Cement Under cloaking to roof tiles  Re-Inspection Interval:  12 Months  

Asbestos Content:  Chrysotile  Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

      

Extent:  24 Linear Meters       

(Both sides of roof) 

Licensable:                     NO       

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-     1 Normal occupant activity:-   0 

Extent of damage:-     1 Likelihood of Disturbance:-   1 

Surface Treatment:   1 Human Exposure Potential:-  1 

Asbestos Type:-   1 Maintenance Activity:-   0 

Score:-   4 Score:-   2 

Total Combined score:-  6  Recommendation:   Manage in situ / Monitor at intervals / 

Do not disturb  

Overall Risk Category:- D- Very Low 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Boiler Room  
  

Block:  Village Hall 
 

Floor Level:       Ground Floor  
 

Item Number      2 Sample Number:-       ASK/19/07/126 

Item: Panel on Hatch and presumed all boxing panels 
- Asbestos Insulation Board 

Re-Inspection Interval:  12 months 

Asbestos Content:  Chrysotile / Amosite  Analysis Laboratory: Envirochem 

 
 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 

       

Extent:   3 Sq. Meters  Licensable:                YES                    

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-   2  Normal occupant activity:-   1 

Extent of damage:-  1  Likelihood of Disturbance:-  2 

Surface Treatment:   2 Human Exposure Potential:-   1  

Asbestos Type:-   2 Maintenance Activity:-  1 

Score:-    7  Score:-  5 

Total Combined score:-  12  Recommendation:  Encapsulate unsealed boards / use 

licensed asbestos removal contractors, Manage in situ / 

Monitor at intervals / do not disturb / install asbestos 

warning stickers  
Overall Risk Category:-  C – Low  

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Boiler Room  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      3 Sample Number:-       ASK/19/07/127 

Item  Boiler Room Ceiling  -Asbestos Insulation Board Re-Inspection Interval:  12 Months  

Asbestos Content:  Chrysotile / Amosite Analysis Laboratory: Envirochem 

 
 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 

  

Extent:  7 Sq. Meters  Licensable:                       YES             

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  2 Normal occupant activity:-   1 

Extent of damage:-   1  Likelihood of Disturbance:-  2 

Surface Treatment:   2  Human Exposure Potential:-   1  

Asbestos Type:-  2 Maintenance Activity:-  1 

Score:-    7  Score:-  5 

Total Combined score:-  12  Recommendation:  Encapsulate unsealed boards / use 

licensed asbestos removal contractors, Manage in situ / 

Monitor at intervals / do not disturb / install asbestos 

warning stickers  
Overall Risk Category:-  C – Low 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Boiler Room  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      4 Sample Number:-       ASK/19/07/128 

Item: Panel on wall under hatch  - Asbestos Insulation 
Board 

Re-Inspection Interval:  12 months  

Asbestos Content:  Chrysotile / Amosite Analysis Laboratory: Envirochem 

 
 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 

            

Extent:  1 Sq. Meter Licensable:                            YES  

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  2 Normal occupant activity:-   1 

Extent of damage:-   1  Likelihood of Disturbance:-  2 

Surface Treatment:   2  Human Exposure Potential:-   1  

Asbestos Type:-  2 Maintenance Activity:-  1 

Score:-    7  Score:-  5 

Total Combined score:-  12  Recommendation:  Encapsulate unsealed boards / use 

licensed asbestos removal contractors, Manage in situ / 

Monitor at intervals / do not disturb / install asbestos 

warning stickers  
Overall Risk Category:-  C – Low 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Boiler Room  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      5 Sample Number:-       ASK/19/07/129 

Item:   Panel inside Hatch -Asbestos Insulation Board Re-Inspection Interval:  12 months  

Asbestos Content:  Chrysotile / Amosite Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

    

Extent:  0.5 Sq. Meters  Licensable:                YES                    

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-   2 Normal occupant activity:-   1 

Extent of damage:-  2 Likelihood of Disturbance:-  2 

Surface Treatment: 2 Human Exposure Potential:-   1  

Asbestos Type:-  2 Maintenance Activity:-  1 

Score:-   8  Score:-  5 

Total Combined score:- 13 Recommendation:   Remove and environmental clean 

required -  use licensed asbestos removal contractors 

Overall Risk Category:- B – Medium  

 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location:  External- Entrance  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      6 Sample Number:-       ASK/19/07/130 

Item: Cladding over Entrance - Asbestos Insulation 
Board 

Re-Inspection Interval:  12 Months  

Asbestos Content:  Chrysotile / Amosite Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

       

Extent:  7.5 Sq. Meters  Licensable:                                  YES  

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-   2 Normal occupant activity:-  1 

Extent of damage:-  1 Likelihood of Disturbance:-  1 

Surface Treatment:   1 Human Exposure Potential:-   2  

Asbestos Type:-  2 Maintenance Activity:-  2 

Score:-   6 Score:-  6  

Total Combined score:-  12 Recommendation:  Manage in situ / Monitor at intervals / 

do not disturb / install asbestos warning stickers. The 

original paint is pealing – recommend planning 

encapsulation work – use licensed asbestos removal 

contractors  

Overall Risk Category:- C- Low  

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: External – Back Door / 
Chair Store  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      7 Sample Number:-       ASK/19/07/131 

Item:   Cladding over door- Asbestos Insulation Board Re-Inspection Interval:  12 Months  

Asbestos Content:  Chrysotile / Amosite Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

 

Extent:  0.5 Sq. Meters  Licensable:                           YES         

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-   2 Normal occupant activity:-  1 

Extent of damage:-  0 Likelihood of Disturbance:-  0  

Surface Treatment:  1 Human Exposure Potential:-  2 

Asbestos Type:- 2  Maintenance Activity:-  1 

Score:-    5  Score:- 4 

Total Combined score:-  9  Recommendation:  Manage in situ / Monitor at intervals / 

do not disturb / install asbestos warning stickers 

Overall Risk Category:-  C- Low  

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: External – Roof  
  

Block:  Village Hall  
 

Floor Level:       roof  
 

Item Number      8 Sample Number:-       ASK/19/07/132 

Item:  Cowl on Chimney – Asbestos Cement  Re-Inspection Interval:  12 Months  

Asbestos Content: Chrysotile  Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

   

Extent:  as Seen  Licensable:                        NO             

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  1 Normal occupant activity:-    0 

Extent of damage:-  0 Likelihood of Disturbance:-  1 

Surface Treatment:   1 Human Exposure Potential:-  0 

Asbestos Type:-  1 Maintenance Activity:-  0 

Score:-    3 Score:-    1  

Total Combined score:-    4  Recommendation:  Manage in Situ / Monitor at Interval / Do 

not Disturb  

Overall Risk Category:- D- Very Low 

 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: External – Roof  
  

Block:  Village Hall  
 

Floor Level:       roof  
 

Item Number      9 Sample Number:-       Presumed  

Item:  Presumed Hidden Cement Flue  - Asbestos 
Cement 

Re-Inspection Interval:  12 Months  

Asbestos Content: Presumed Chrysotile  Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

   

Extent:   2 Linear Meters  Licensable:                                  NO  

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  1 Normal occupant activity:-    0 

Extent of damage:-  0 Likelihood of Disturbance:-  1 

Surface Treatment:   1 Human Exposure Potential:-  0 

Asbestos Type:-  1 Maintenance Activity:-  0 

Score:-    3 Score:-    1  

Total Combined score:-    4  Recommendation:  Manage in Situ / Monitor at Interval / Do 

not Disturb  - Further investigations required to determine if 

Flue is present – requires removal of cowl  Overall Risk Category:- D- Very Low 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Internal – Cloakroom / 
Cleaning room  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      10 Sample Number:-       ASK/19/07/133 

Item:   Brown Floor Tile  Re-Inspection Interval:  12 Months  

Asbestos Content: Chrysotile  Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

 

Extent:  3 Sq. Meters  Licensable:                  NO                  

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-   1  Normal occupant activity:-   1 

Extent of damage:-  0 Likelihood of Disturbance:-  1 

Surface Treatment:   0 Human Exposure Potential:-  2 

Asbestos Type:-  1 Maintenance Activity:- 1 

Score:-     2  Score:-   5  

Total Combined score:-   7  Recommendation:  Manage in situ / Monitor at intervals  

Overall Risk Category:- D- Very Low 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location:  Internal walls,  
Corridors and men’s W/C, store  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      11 Sample Number:-       ASK/19/07/134 

Item: Textured coating to walls  Re-Inspection Interval: N/A 

Asbestos Content:  No Asbestos Detected  Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

 

Extent:  Approx. 40 Sq. Meters   Licensable:                                  N/A  

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  N/A Normal occupant activity:-    N/A 

Extent of damage:-  N/A Likelihood of Disturbance:-   N/A 

Surface Treatment:   N/A Human Exposure Potential:-  N/A 

Asbestos Type:-  N/A Maintenance Activity:-   N/A 

Score:-   N/A Score:-  N/A 

Total Combined score:-    N/A Recommendation:    N/A 

Overall Risk Category:-   N/A 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Internal – Chair Store  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      12 Sample Number:-       ASK/19/07/135 

Item: Green Floor Tile  Re-Inspection Interval: N/A 

Asbestos Content: No Asbestos Detected  Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

       

Extent:  16 Sq. Meters  Licensable:                                  N/A 

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  N/A Normal occupant activity:-    N/A 

Extent of damage:-  N/A Likelihood of Disturbance:-   N/A 

Surface Treatment:   N/A Human Exposure Potential:-  N/A 

Asbestos Type:-  N/A Maintenance Activity:-   N/A 

Score:-   N/A Score:-  N/A 

Total Combined score:-    N/A Recommendation:    N/A 

Overall Risk Category:-   N/A 

 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Internal Kitchen  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      13 Sample Number:-       ASK/19/07/136 

Item: Green Floor Tile  Re-Inspection Interval:  N/A 

Asbestos Content:  No Asbestos Detected Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

   

Extent:  16 Sq. Meters  Licensable:                              N/A      

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  N/A Normal occupant activity:-    N/A 

Extent of damage:-  N/A Likelihood of Disturbance:-   N/A 

Surface Treatment:   N/A Human Exposure Potential:-  N/A 

Asbestos Type:-  N/A Maintenance Activity:-   N/A 

Score:-   N/A Score:-  N/A 

Total Combined score:-    N/A Recommendation:    N/A 

Overall Risk Category:-   N/A 

 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Kitchen Corridor  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      14 Sample Number:-       ASK/19/07/137 

Item : Green Floor Tiles  Re-Inspection Interval:  N/A 

Asbestos Content:   No Asbestos Detected Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

    

Extent:  12 Sq. Meters  Licensable:                       N/A            

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  N/A Normal occupant activity:-    N/A 

Extent of damage:-  N/A Likelihood of Disturbance:-   N/A 

Surface Treatment:   N/A Human Exposure Potential:-  N/A 

Asbestos Type:-  N/A Maintenance Activity:-   N/A 

Score:-   N/A Score:-  N/A 

Total Combined score:-    N/A Recommendation:    N/A 

Overall Risk Category:-   N/A 

 

 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location:  Cloak room / kitchen  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      15 Sample Number:-       as others  

Item : Green Floor Tiles  Re-Inspection Interval:  N/A 

Asbestos Content: as Kitchen Corridor (NAD) Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

      

Extent:  9 Sq. Meters  Licensable:                                  N/A 

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  N/A Normal occupant activity:-    N/A 

Extent of damage:-  N/A Likelihood of Disturbance:-   N/A 

Surface Treatment:   N/A Human Exposure Potential:-  N/A 

Asbestos Type:-  N/A Maintenance Activity:-   N/A 

Score:-   N/A Score:-  N/A 

Total Combined score:-    N/A Recommendation:    N/A 

Overall Risk Category:-   N/A 

 

 

mailto:Dan@1staskltd.com


 
Page 33 of 49 

 

1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Meeting Room 
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      16 Sample Number:-       ASK/19/07/138 

Item:  Red Floor Tiles  Re-Inspection Interval:  N/A 

Asbestos Content:  No Asbestos Detected Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

 

Extent:  23 Sq. Meters  Licensable:                               N/A     

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  N/A Normal occupant activity:-    N/A 

Extent of damage:-  N/A Likelihood of Disturbance:-   N/A 

Surface Treatment:   N/A Human Exposure Potential:-  N/A 

Asbestos Type:-  N/A Maintenance Activity:-   N/A 

Score:-   N/A Score:-  N/A 

Total Combined score:-    N/A Recommendation:    N/A 

Overall Risk Category:-   N/A 

 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Room with stair case to 
1st Floor  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      17 Sample Number:-       as Meeting Room 1  

Item:  Red Floor Tiles   Re-Inspection Interval: N/A 

Asbestos Content:  AS per Meeting room 1 (NAD) Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

 

Extent:  11 Sq. Meters  Licensable:                             N/A      

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-  N/A Normal occupant activity:-    N/A 

Extent of damage:-  N/A Likelihood of Disturbance:-   N/A 

Surface Treatment:   N/A Human Exposure Potential:-  N/A 

Asbestos Type:-  N/A Maintenance Activity:-   N/A 

Score:-   N/A Score:-  N/A 

Total Combined score:-    N/A Recommendation:    N/A 

Overall Risk Category:-   N/A 

mailto:Dan@1staskltd.com
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1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
Company number: 11325841 

 

 

Date of survey: 12/07/19 
 

Commissioned by:  
Mr Ian Birnie  

Address: Bolton le Sands Village 
Hall, Packet Lane, Bolton le Sands 
LA5 8DW 

Location: Boiler Room  
  

Block:  Village Hall  
 

Floor Level:       Ground Floor  
 

Item Number      18 Sample Number:-       Presumed  

Item:   Presumed Flash guards and rope seals  Re-Inspection Interval:  12 months  

Asbestos Content:  Chrysotile / Amosite Analysis Laboratory: Envirochem 

 
 
 

P 
I 
C 
T 
U 
R 
E 

 
 
 
 
 
 
 

    

Extent:  2 Items   Licensable:                NO                   

Material Assessment:   Category Codes-Priority Assessment 

Product Type:-   2 Normal occupant activity:-   1 

Extent of damage:-  0 Likelihood of Disturbance:-  2 

Surface Treatment: 1 Human Exposure Potential:-   1 

Asbestos Type:-  1 Maintenance Activity:-  1 

Score:-   4 Score:-   5 

Total Combined score:-  C- Low  Recommendation:   Manage in Situ / Monitor at intervals / 

install asbestos warning stickers  

Overall Risk Category:-  

 

mailto:Dan@1staskltd.com


 
Page 36 of 49 

 

1st ASK Ltd, 
1st Asbestos Surveys Kendal Ltd  

 Railway Sidings, Stockbeck, Longpool, Kendal, LA9 6HP    
Email:   Dan@1staskltd.com 

Tel: 01539 721 008  
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Location  Justification  Photo  

External –  
 
Cement Roof Tiles 
Timber facias and soffits 
Timber and upvc Doors 
and windows 
UPVC rainwater goods 

See Asbestos register 
and plan for details of 
Asbestos insulation 
board and asbestos 
cement products  

 

External –  
 
GRP roof / plastic facia  
Brick and pebble dash 
finish 

See Asbestos register 
and plan for details of 
Asbestos insulation 
board and asbestos 
cement products.  

 

Boiler room  
 
Rendered brick walls 
Concrete floor 
Modern boiler  
Concrete housing for gas 
meter / elec meters on 
timber boards 

See Asbestos register 
and plan for details of 
Asbestos insulation 
board and presumed 
flash guards in electrics 

 

External Toilet 
 
Ceramic tiled floor and 
walls 
Plasterboard ceiling  
Timber boxing  

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 

 

Entrance  
 
Modern safety floor 
Plasterboard ceiling  
Plasterboard and plaster 
on solid block walls  
Timber doors and frames 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 
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Location  Justification  Photo  

Cloakroom- cleaning 
room  
 
Plasterboard ceiling  
Plasterboard and plaster 
on solid walls timber 
cupboard  
 

Asbestos floor tiles   

 

Store 
 
Modern safety floor 
Plasterboard ceiling  
Plasterboard and plaster 
on solid block walls  
Timber doors and frames 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified.  

 

Cleaning Store 
 
Plasterboard ceiling  
Plaster board and plaster 
on solid walls  
Ceramic floor tiles  
 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 

 

Men’s Toilet 
 
Modern safety flooring 
Plasterboard wall and 
plaster on solid walls – 
part tiled walls  
Plasterboard ceiling  

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 

 

Ladies Toilet 
 
Plasterboard ceiling  
Modern safety flooring 
Modern multi panel wall 
coverings  

 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 
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Location  Justification  Photo  

Chair Store (rear exit) 
 
Plasterboard ceiling  
Non asbestos floor tiles 
Plaster on solid walls  
Plasterboard wall to 
cupboard 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified (no 
access to cupboard)  

 

Hall 
 
Timber floor 
Plasterboard ceiling  
Plaster on solid walls 
modern pin boards 
Timber paneling  

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified.  

 

Hall 
 
Dunham Bush blow 
heater – timber pipe 
boxing 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 

 

Cloakroom / Kitchen  
 
Non asbestos floor tiles 
Plasterboard ceiling 
Plasterboard and plaster 
on solid walls  

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 

 

Kitchen Areas  
 
Non asbestos floor tiles 
Plasterboard ceiling 
Plasterboard and plaster 
on solid walls 
Modern sinks 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 
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Location  Justification  Photo  

Meeting Room 1 
 
Non asbestos flooring  
Plaster on solid walls 
Plasterboard ceiling 
Timber fibre panels to 
side of steps 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 

 

Room with staircase  
 
Non asbestos flooring  
Plaster on solid walls 
Plasterboard ceiling 
Timber fibre panels to 
side of steps/ 
plasterboard to underside 
of steps /modern electrics 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified.  

 

Stairs to mezzanine  
 
Timber steps and wall 
panels 
Timber fibre board to wall 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 

 

Mezzanine 
 
Timber floor 
Plasterboard ceiling  
Timber walls 
Plaster to solid walls 

Area inspected in detail 
and no suspected 
asbestos containing 
materials identified 
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15  FLOOR PLANS 
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16  FIBRE REPORT 
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17  RISK ASSESSMENT ALGORITHMS  

Once an asbestos item has been identified, Regulation 4 of CAR 2012 requires that a risk 

assessment be undertaken on the material. The risk assessment contained within this 

report is based on the material assessment algorithm, as defined in HSG264, and the 

likelihood of disturbance algorithm which is part of the priority assessment as defined in 

HSG227.  

The score for each assessment is added together to provide an overall risk rating based 

on the material's ability to release airborne fibre and the risk of it being disturbed. This 

overall risk category is shown in section 9 

 

 

18.1 Material Assessment  

The material assessment algorithm provides a numerical indication of the ability of an 

ACM to release airborne asbestos fibre, if disturbed. A risk category score of between 2 

and 12 is assigned to each ACM as shown below:  

<5           Very low hazard  

5 & 6       Low hazard 

7 - 9        Medium hazard 

> 9          High hazard 

 

The table below shows how the individual material assessment scores are calculated:  

 

 
         

Sample Variable  Score  Examples of Scores 

 

Product Type 

(or debris from product)  

1 Asbestos reinforced composites (plastics, resins, 

mastics, roofing felts, vinyl floor tiles, semi-rigid 

paints or decorative finishes, asbestos cement, 

etc.)  

2 Asbestos insulating board, mill boards, other low 

density insulation boards, asbestos textiles, 

gaskets, ropes and woven textiles, asbestos paper 

and felt  

3 Thermal insulation (e.g. pipe and boiler lagging), 

sprayed asbestos, loose asbestos, asbestos 

mattresses and packing  
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Extent of damage / deterioration  

0 Good condition: no visible damage  

1 Low damage: a few scratches or surface marks; 

broken edges on boards, tiles etc.  

2 Medium damage, significant breakage of 

materials or several small areas where material 

has been damaged revealing loose asbestos 

fibres  

3 High damage or delimitation of materials, sprays 

and thermal insulation. Visible asbestos debris  

 

Surface Treatment  

o Composite materials containing asbestos: 

reinforced plastics, resins, vinyl tiles  

1 Enclosed sprays and lagging, asbestos insulating 

board (with exposed face painted or 

encapsulated), asbestos cement sheets etc.  

2 Unsealed asbestos insulation board, or 

encapsulated lagging and sprays  

3 Unsealed lagging and sprays  

 

 

Asbestos Type  

1 Chrysotile  

2 Amphibole asbestos excluding Crocidolite  

3 Crocidolite  

 

TOTAL SCORE   
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18.2  Category Codes-Priority Assessment 

The risk assessment below takes into account how likely an ACM is to be disturbed.  

Assessment parameter  Score  Assessment  Examples of score variables  

 

Normal occupant activity  

Main type of 

activity in area  

0  Rare disturbance activity(e.g. little used store room) 

1 Low disturbance activities(e.g. office type activity) 

2 Periodic disturbance(e.g. industrial or vehicular activity 

which may contact ACMs) 

3 High levels of disturbance(e.g. fire door with AIB sheet in 

constant use) 

 

Likelihood of Disturbance  

Accessibility  

0  Usually inaccessible 

1 Occasionally likely to be disturbed 

2 Easily disturbed 

3 Routinely disturbed 

Location  

0  Outdoors 

1 Large Rooms or well-ventilated areas 

2 Rooms up to 100m2 

3 Confined spaces 

Extent  

0  Small amounts or items (e.g. strings, gaskets)  

1 <10m2 or <10m 

2 ≥10m2 to ≤50m2 or ≥10m to ≤50m 
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3 >50m2 or >50m  

Average Score 
   

 

 

Human Exposure Potential  

Number of 

occupants  

0  None 

1 1 to 3 

2 4 to 10 

3 >10  

Frequency of use  

0  Infrequent  

1 Monthly  

2 Weekly  

3 Daily 

Average time each 

use  

0  <1 hour 

1 >1 to <3 hours 

2 >3 to <6 hours 

3 >6 hours 

Average Score 
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Maintenance Activity  

Type of 

maintenance activity  

0  Minor disturbance(e.g. possibility of contact when gaining 

access) 

1 Low disturbance(e.g. changing light bulbs in AIB ceiling) 

2 Medium disturbance 

(e.g. lifting one or two AIB ceiling tiles to access a valve) 

3 High levels of disturbance (e.g. removing a number of AIB 

ceiling tiles to replace a valve or for re-cabling) 

Frequency of 

maintenance activity  

0  ACM unlikely to be disturbed for maintenance 

1 ≤1 per year 

2 >1 per year 

3 >1 per month 

Average Score    

Total Score    

 

mailto:Dan@1staskltd.com

